1490 Maxi Square Hill - Asymmetrical optical component j@
MT (CDM-T) - 35W - G12 - 230V - 50Hz
Colour: stainless steel - IP 67 - IP 65 @n
IKO8 mechanical shocks CE
2000 Kg static load o
Supplied with HO7RN-F cable 3xTmm? T 85 C
Complete with power-factor-corrected electromechanical ballast

1491 Ma)zi Squan;e Hill - Symmetrical optical component JHe=
MT (CDM-T) - 35W - G12 - 230V - 50Hz
Colour: stainless steel - IP 67 - IP 65 CE
IKO8 mechanical shocks °
2000 Kg static load
Supplied with HO7RN-F cable 3xT mm’ T 75 C
Complete with power-factor-corrected electromechanical ballast

1492 Square Hill - Light blade optical component j@
MT (CDM-T) - 35W - G12 - 230V - 50Hz
Colour: stainless steel - IP 67 - IP 65 L)
IKO8 mechanical shocks CE
2000 Kg static load o
Supplied with HO7RN-F cable 3x1 mm? T 75 C
Complete with power-factor-corrected electromechanical ballast

1493 Maxi Square Hill - Symmetrical optical component =

FSQ (TC-D) - 18W - GX24q-2 - 230V - 50Hz

Colour: stainless steel - 1P 67 - IP 65 CE

IKO8 mechanical shocks o
2000 Kg static load

Supplied with HO7RN-F cable 3x1 mm? T 60 C
Electronic ballast
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